IPS KalyxX GreenlLine

* Reduces scale formation in irrigation systems
and water distribution — efficiency up to 76%.

* Reduces traces of dried minerals after washing
cars or other equipment.

* New Patented technology TGP® — Turbulent
Galvanic Polarisation — no chemicals, no external
energy.

 Safe product — proven hydraulic properties.

* Protocol TSU on pressure drop, pressure
resistance and strength.

Garden grill washed

* Durable body (stainless steel 1.4301) and internal without IPS KalyxX GreenLine.
components.

* 2-year warranty, life time for at least 10 years.

* No maintenance or filter replacement required.

* Designed for garden irrigation systems and water
distribution.

* Suitable for gardens, public parks, football turf,
golf courses, hydroponics, growing fruits and
vegetables, watering animals.

Garden grill washed
with IPS KalyxX GreenLine.
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Technical parameters

Pressure Drop

IPS KalyxX Diameter Length Weight Max Pressure Max Flow at Max Flow

Connection 3
Model (mm) (mm) (9) (Bar / MPa) (m3/hour) (mBar / Pa)

. « G 3/4* (female)
GreenLine3/3 GardenHose @50 255 830 10/1 15 03/30
IPSKXGG34 .
Quick Connector

IPSKXGG34 134,00 €

SAT | Swiss Aqua Technologies



Ty . — Swiss
ips) The physical-galvanic @;f) Ao

w— water treatment Technologies

lonPolarization
System

IPS KalyxX RedLine

TSU Certificate

TECHNICKY SKUSOBNY USTAV PIESTANY, 8.p.
Certifika&ny orgén certifikujici vyrobky
Krajinska cesta 2929/9

921 01 Piedtany, Slovenska republika

CERTIFIKAT
CERTIFICATE

€./ No. 0018/104/2018

Vyrobca/Manufacturer: Swiss Aqua Technologies SK s.r.o.
Sebastova 2
080 06 Presov

Vyrobok/Product: I6novy- polarizaény systém IPS
The ionic polarization system IPS

Typ!/Type: IPS Kalyxx BlueLine (G1/2; G3/4; G1; G5/4)
IPS Kalyxx RedLine (G1/2)
IPS Kalyxx GreenLine (G1)

Tymto certifikatom sa potvrdzuje zhoda vlastnosti uvedeného typu vyrobku s technickymi
poZiadavkami uvedenymi v:

This certificate confirms the compliance of the product type characteristics with the technical
requirements given in:

« Tlakové straty: Technické pedmienky pre instalaciu vyrobku ,lénovy polarizaény systém, typu IPS Kalyxx
Pressure losses: Technical conditions for the installation of the "fonic polarization system ,type IPS Kalyxx

« Tlakova odolnost a pevnost - STN EN 12266-1:2012
Pressure resistance and strength- EN 12266-1:2012

» Zdravotna nezavadnost - Vyhlaska MZ SR ¢&. 550/2007 Zb.
Health safety - Ordinance of Health Ministry SR no. 550/2007 Coll,

Certifikat je vydany na zéklade skuSok vzorky typu vyrobku. Vysledky si uvedené v Sprave
o postideni zhody &. 180500125 zo dfia 14, 05. 2018

The certificate has been issued on the basis of the tests of the product type sample. The results are
recorded in the Conformity assessment report No. 180500125 dated 14. 05. 2018.

Datum vydania / Issue date: 14. 05. 2018
Platnost do / Expiry date:  13. 05. 2021

Vydanie / Issue: 1
o

|
/ i‘ng‘ Dusan Hanko
7" veduci certifikagného organu

certifikujiceho vyrobky
Head of Product Certification Body

097872
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TSU Certificate

: TECHNICKY SKUSOBNY.

USTAV PIESTANY, 5.p. PSNAS

Reg. No. 009/5-047

Krajinska cesta 2929/9, 921 01 Piedtany, Slovenska republika

Skiasobia TSU - Skusobfia strojov a vyrobnych zariadeni
Tel.: +421-33-7957237 Fax: +421-33-T723716 E-mail; svz@tsu.sk www.tsu.sk

_ Page: 1 of 4
POS.: 184000084 No. of Annexes: 0

Test report No.:
184000084

Test name:  Test of hydraulic properties

Subject of testing:  IPS Kalyxx BiveLine

Type: Kalyxx
Manufacturer:  Swiss Aqua Technologies SK s.r.o.
Sebastovska 2
080 06 Presov

Slovak Republic

Customer — Applicant:  Swiss Aqua Technologies SK s.r.o.
Sebastovska 2
08B0 06 Presov
Slovak Republic

Nr. of order: 184000084
Testing place:  TSU Pie&fany, 5.p.
Krajinska cesta 2029
92101 Piestany
Slovak Republic
Test - procedure method: MPS 316/501.
Date of test performance: 05.04.2018 - 17.04. 2018

Distribution: 1 x —customer
1% =TSU (S5VZ)

Date of issue: 17.04. 2018
TECHNICKY ShUSOBN

E USTAV '-‘IE';"I..!“N\'. ™

Kia))

[
I

Tested and Ing. Stanislav Zameénik Checked and Ing. Mario Zemko
elaborated by: Test engineer approved by: Technical manager of Testing Body

Test results infroduced in this lest repart are related to the fest subject only and do not substituts other documents required by state
supervisory authortiss and according fo other specific regulations. Test report can be reproduced or published as & whole, in parts only

with written approval of TSU fest body.
COPYRIGHT & TSU Fiedtany, &p

Tedbddt b
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TUV Certificate

TYPE CERTIFICATE

Registration number 09.171.895, Revision No. 2

issued for the manufacturer:

Swiss Aqua Technologies SK s.r.o.
Sebastovska 2
SK - 080 06 Presov, Slovak Republic
Company Registration No.: 50480090

for the product:
Name: lon polarization system
Type designation: IPS Plus, IPS Premium, IPS Industry, IPS Kalyxx
Modification: G %" (NPT), G %"(NPT), G 1" (NPT), G 5/4*, G 6/4",

G 2°; DN 40-150
Place of the production: Kosicka 5, SK - 080 01 Presov, Slovak Republic

Use: Distribution systems of drinking, sanitary, hot and
heating water inside buildings

Restriction on the use:  Water conductivity 50 up to 2000 pS.cm; salts content
50 - 2000 mg.I""; water temperature 0 up to 95 °C;
pressure up to 1 MPa; speed up to 4 m.s™";water flow
up to 100 m*.h"’

atwhich the certification has been conducted pursuant to ISO/IEC 17067 —scheme
3 certification scheme in accordance withTUV SUD Czech certification system.
The results are stated in Evaluation report file No. 09.185.334 from 15.12.2016,
No. 09.185.334, Revision No. 1 from 16.01.2017 and No. 11.914.547 from
16.11.2018.
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The product type mentioned above fulfils the applicable requirements of the
following regulations/standards which were the basis for its evaluation:

STN 13 7100:1965, CSN 13 7100:1965

This certificate is valid till: 29.12.2021
Details and validity conditions are stated in the annex which forms an integral part
of this Certificate and contains 1 page.

This certificate is issued on the basis of voluntary certification, and it does not
substitute outputs of the authorized or notified body.

F 540.028-38EN (2017-06-23) (F540_028_38EN)

ZERTIFIKAT @ CERTIFICATE ¢

Prague, 21.11.2018 2 = 4 - ElTiiea
A
Head of the certification body
= N -
Vs Tov®
TUV SUD Czech s.r.0. ® Novodvorska 934 e 142 21 Prague 4 @ Czech Republic e cerification@tuv-sud.cz

Swiss Aqua Technologies * IPS KalyxX RedLine Technical sheet 5/5



